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FOREWORD 


This Indian Standard (Third Revision) was adopted by the Bureau of Indian Standards, after the draft finalized 
by the Tobacco and Tobacco Products Sectional Committee had been approved by the Food and Agriculture 
Divisional Council. 


A number of brands of cheroots are manufactured in the country depending upon the leaf used, processing 
techniques employed and their finishing. The range of types of cheroots available in the country is very wide and 
it was necessary to lay down a standard to enable the Indian consumer to get a product of assured quality. 


This standard was originally published in 1961 and subsequently revised in 1973 and 1994. This third revision 
of this standard has been undertaken to update the requirements of cheroots on the basis of the advancement in 
analytical science and prevailing packaging and tobacco regulations. 


For the purpose of deciding whether a particular requirement of this standard is complied with the final value, 
observed or calculated, expressing the result of a test or analysis shall be rounded off in accordance with 
IS 2 : 1960 “Rules for rounding off numerical values (revised )’. The number of significant places retained in the 
rounded off value should be the same as that of the specified value in this standard. 
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Indian Standard 


CIGARS AND CHEROOTS — SPECIFICATION 
PART 2 CHEROOTS 


(Third Revision) 


1 SCOPE 


1.1 This standard (Part 2) prescribes requirements, 
methods of sampling and test for cheroots. 


1.2 It does not cover the requirements of flavour and 
aroma of cheroots. 


2 REFERENCES 


The standards given below contain provisions which, 
through reference in this text, constitute provisions of 
this standard. At the time of publication, the editions 
indicated were valid. All standards are subject to 
revision, and parties to agreements based on this 
standard are encouraged to investigate the possibility 
of applying the most recent editions of the standards 
indicated below. 


IS No. Title 

4905 : 2015 Random sampling and 
randomization procedures ( first 
revision ) 

5643 : 1999 Tobacco and tobacco 
products — Method of test for 
tobacco (second revision ) 

10335 : 2016 Tobacco and tobacco 
products — Glossary of terms 
(third revision) 

16026 : 2012 Tobacco — Determination of 
/ISO 15152 the content of total alkaloids as 
: 2003 nicotine —- Continuous-flow 

analysis method 

16132 : 2014 Tobacco and tobacco 
/ISO 2881 products — Determination 
: 1992 alkaloid content — 

Spectrometric method 

16236 : 2015 Tobacco and tobacco 
/ISO 2817 products — Determination of 
: 1999 silicated residues insoluble in 

hydrochloric acid 


3 REQUIREMENT 


3.1 Description 


3.1.1 Cheroot is a smoking article made entirely of 
tobacco specially grown and processed for cheroots. 
Cheroots shall be made from filler and wrapper 


tobaccos. Pieces of filler tobacco are hand-rolled 
in the wrapper tobacco. For keeping the wrapper in 
position, the end portions shall be either twisted or 
tied with cotton thread with or without a paper label 
sticker or a band. Cheroots can taper from one end to 
the other or can be uniformly cylindrical with both 
ends open. 


Cheroots differ from cigars as the cigars contain binder 
tobacco in addition to the filler and the wrapper 
tobaccos. Unlike cheroots, cigars are made by first 
rolling the cut filler in the binder leaf and then wrapping 
in the wrapper tobacco. 


3.1.2 Cheroot Tobaccos 


Cheroot tobaccos are of distinct variety grown in 
identified areas having required soil and climatic 
conditions. Different types of Indian cigar tobaccos are 
described in IS 10335. The tobacco leaf is air-cured 
and then fermented. The fermented tobacco leaves are 
stemmed to remove the midrib, only lamina is used in 
cheroots. 


3.1.2.1 Filler tobacco 
A particular grade or a blend of filler tobaccos is used to 
provide the desired aroma and flavour. 


3.1.2.2 Wrapper tobacco 


Wrapper leaf, as the name suggests, wraps the roll of 
filler tobacco. Wrapper leaf shall be free ofany blemish. 
All cheroots in a packet shall have the same colour, 
hence the wrapper leaf shall be uniform in colour. 


3.2 Length 
The length of cheroot shall be measured using a scale 
of 0.5 mm accuracy and expressed in, mm. 


3.3 Mean Mass 


The mass of cheroots shall be determined by weighing 
a few cheroots using an analytical balance having a 
resolution of 0.01 g and calculating the mean mass. 


3.4 Freedom from Tobacco Beetle Attack 


Cheroots shall be free from any tobacco beetle attack 
when examined by the method prescribed in Annex A. 


3.5 The material shall also conform to the requirements 
specified in Table 1. 
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Table 1 Requirements for Cheroots 
( Clause 3.5 ) 


SI Characteristics Requirement Method of Test, 
No. Ref to 

a) (2) 6) (4) 

i) Oven moisture content, percent by mass, Max 16.0 6 of IS 5643 

ii) Total alkaloids as nicotine (on dry basis), percent by mass, Max ” 3.5 8 of IS 5643 or 

IS 16132 or IS 16026 

ili) Total ash (on dry basis), percent by mass, Max 25.0 10 of IS 5643 

iv) Silicated residues insoluble in hydrochloric acid (on dry basis), 5.0 IS 16236 


percent by mass, Max 


1) IS 16026 shall be the reference test method for determination of total alkaloid as nicotine 


4 SORTING 


After manufacture, cheroots shall be graded according 
to the colour of the wrapper. Cheroots of uniform 
colour shall be packed in one packet. 


5 PACKING 


Number of cheroots shall be packed in retail containers 
of wood, tin, or cardboard box or in a paper bundle as 
agreed to between the buyer and the vendor. 


6 MARKING 


6.1 The following particulars shall be legibly and 
indelibly marked on each retail package in addition to 
the declarations as required under any other applicable 
statutory rules and regulations: 
a) Name and address of the manufacturer; 
b) Brand name or trade mark, if any; 
c) Net quantity; 
d) Date of manufacture or date code; 
e) Any other marking required under the Legal 
Metrology (Packaged Commodities) Rules, 2011; and 
f) Statutory health warnings in the manner and 
in accordance with the provisions of the Rules 


framed under the Cigarettes and Other Tobacco 
Products Act, 2003 (COTPA). 


6.2 BIS Certification Marking 


The product may also be marked with the Standard 
Mark 


6.2.1 The use of the Standard Mark is governed by the 
provisions of Bureau of Indian Standards Act, 2016 
and the Rules and Regulations made there-under. The 
details of the conditions under which the licence for use 
of the Standard Mark may be granted to manufacturers 
or producers may be obtained from the Bureau of 
Indian Standards. 


7 SAMPLING 


Drawing of representative samples of the material 
and the criteria of conformity shall be as prescribed in 
Annex B to this standard. 


8 TESTS 


8.1 Tests shall be carried out as prescribed in 3.2, 3.3, 
3.4, 3.5 and col 4 of Table 1. 


8.2 Quality of Reagents 


Unless specified otherwise, pure chemicals and distilled 
water shall be employed in tests. 


NOTE — ‘Pure chemicals’ shall mean chemicals that do not 
contain impurities which affect the results of analysis. 
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ANNEX A 
( Clause 3.4 ) 
EXAMINATION FOR FREEDOM FROM TOBACCO BEETLE 


A-1 PROCEDURE 


A-1.1 Take 5 cheroots and visually examine the surface 
of each for the presence of any borings caused by 
tobacco beetles. Cut open these cigars one by one and 
separate the tobacco layers on a large clean white sheet 
of paper. 


A-1.2 Examine the tobacco carefully for the presence of 
Lasioderma serricorne (tobacco beetle) in all its stages, 
that is larval, pupal and alive or dead adult, either 
visually or with the help of a hand lens (magnification 
10 X). 


A-1.3 Reporting 

The report will carry the following; 
a) Full identity of the sample; 
b) Date of test; 


c) Iffound free of beetles, report as ‘Free from beetle 
attack - Sample passes the test”; and 


d) If beetles are present, report as “Beetle present - 
Sample fails”. 


ANNEX B 


( Clause 7) 
SAMPLING OF CHEROOTS 


B-1 GENERAL REQUIREMENTS OF SAM- 
PLING 


In drawing, preparing, storing and handling samples, 
the following precautions and directions shall be 
observed. 


B-1.1 Precautions shall be taken to draw the samples 
so as to protect the sample, the material being sampled 
and the receptacles for samples from loss or gain of 
moisture and from adventitious contamination. 


B-1.2 The samples shall be placed in clean and dry 
receptacles. The receptacles shall be sealed airtight 
after filling and marked with full details of sampling, 
date of manufacture, name of the manufacturer and 
other important particulars of the consignment. 


B-1.3 Samples shall be stored in such a manner that the 
conditions of storage do not unduly affect the quality 
of the material. 


B-1.4 Sampling shall be done by a person agreed to 
between the buyer and the vendor and in the presence 
of the buyer (or his representative) and the vendor (or 
his representative). 


B-2 SCALE OF SAMPLING 


B-2.1 All the bulk containers in a single consignment 
of the material pertaining to the same brands shall 
constitute a lot. If the consignment is declared to consist 
of different brands, the bulk containers belonging to 
the same brand shall be grouped together to constitute 
separate lots. 


B-2.1.1 Samples shall be tested for each lot for 
ascertaining conformity of the materials to the 
requirements of this specification. 


B-2.2 The number of bulk containers to be selected 
from the lot shall depend on the size of lot and shall be 
in accordance with Table 2. 


Table 2 Number of Bulk Containers 
to be Selected for Sampling 


( Clause B-2.2 ) 


Lot Size to be Selected Number of Bulk 
Containers 
(N) (n) 
(1) (2) 
<5 2 
6 to 10 3 


> 10 


B-2.3 These bulk containers shall be chosen at random 
and for this purpose some random number table (see 
IS 4905) as agreed to between the buyer and the vendor 
shall be used. In case such a table is not available, the 
following procedure shall be adopted. 


B-2.3.1 Arrange all the bulk containers in the lot in 
one order and count them as 1, 2, 3, up to r and so 
on, every r'* bulk container thus counted shall be 
withdrawn to give a sample for test, where r = N /n 
(see Table 2). N being the number of bulk containers 
in the lot and n being the number of bulk containers 
to be chosen. Ifr comes out to be a fractional number, 
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its value shall be taken as equal to the integral part 
of it. 


B-3 PREPARATION OF SAMPLES 


B-3.1 Individual Sample 


The number of packets to be taken at random from each 
selected bulk container shall be sufficient so as to give 
about 300 g of the material. The material so taken shall 
be mixed, 150 g of the same shall be taken, crushed 
into small pieces, thoroughly mixed together and then 
divided into three equal parts. Each part shall constitute 
an individual sample representing the bulk container 
and shall be transferred immediately to thoroughly 
clean and dry receptacles and sealed air-tight. The 
receptacles shall be labelled with the particulars given 
under B-1.2. 


B-3.1.1 The individual samples so obtained from the lot 
shall he divided into three sets in such a way that every 
set has an individual sample representing each selected 
bulk container. One of these sets shall be marked for 
the buyer, another for the vendor and the third for the 
referee and all the three sets shall bear the seals of the 
buyer and the vendor. 


B-3.2 Composite Sample 


From the portion ofthe material left over after preparing 
the individual sample (see B-3.1), equal quantities of 
material shall be taken for each selected container and 
well mixed together to form a composite sample of 
about 150 g for the lot. 


B-3.2.1 The composite sample shall be divided into 
three equal parts, one for the buyer, another for the 
vendor and the third for the referee and all the three 
samples shall bear the seals of the buyer and the 
vendor. 


B-3.3 Referee Sample 


Referee sample shall consist of a set of individual 
sample (see B-3.1) and a composite sample (see B-3.2) 
marked for this purpose and shall bear the seals of the 
buyer and the vendor. These shall be kept at a place 
agreed to between the two. 


B-4 NUMBER OF TESTS 


B-4.1 Tests for the determination of oven moisture 
content, total alkaloids as nicotine and total ash shall 
be conducted on each of the individual sample (see 
B-3.1) 


B-4.2 Tests for the determination of the remaining 
characteristic shall be conducted on the composite 
sample (see B-3.2) 


B-5 CRITERIA OF CONFORMITY 


B-5.1 A lot shall be declared as conforming to the 
specification when: 


a) Each of the test results of the individual samples 
for oven moisture content, total alkaloids as 
nicotine, and total ash satisfies the corresponding 
requirement specified in Table 1. If, however, one 
or more test results do not satisfy the respective 
requirement, the conformity of the lot shall be 
ascertained in accordance with B-5.1.1. 


b) The test results on the composite samples for 
the remaining requirement shall satisfy the 
corresponding requirement as given in 3.2, 3.3, 
3.4 and 3.5. 


B-5.1.1 In case one or more of the test results do 
not satisfy the requirements for oven moisture 
content, total alkaloids as nicotine and total ash, the 
following procedure shall be adopted for determining 
conformity of the material in respect of these 
characteristics. 


The mean and the range of the corresponding test 
results shall be calculated as: 


Mean (X) Sum of the test results 


Number of the test results 


Range (R) = Difference between the maximum and 
the minimum of the test results. 


The appropriate expression as shown in col 6 of Table 3 
shall be calculated. If the values of these expressions 
satisfy the relevant condition as given in col 6 of 
Table 3, the lot shall be deemed to have satisfied the 
requirements for moisture content, total alkaloids as 
nicotine and total ash. 


Table 3 Criteria for Conformity 
( Clause B-5.1.1 ) 


SI Characteristic Test Results Average Range Criterion for 
No. 1,2,3...n Conformity 
(1) (2) (3) (4) (5) (6) 

i) Oven moisture content — x R, X +0.4R <16 
ii) Total alkaloids as nicotine — X, 5 X, + 0.4 R2<3.5 
111) Total ash — X, R, X, + 0.4 R, < 25.0 


Bureau of Indian Standards 


BIS is a statutory institution established under the Bureau of Indian Standards Act, 2016 to promote harmonious 
development of the activities of standardization, marking and quality certification of goods and attending to 
connected matters in the country. 


Copyright 


BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without 
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